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Fax: 0413-2272067

JAWAHARLAL INSTITUTE OF POSTGRADUATE MEDICAL

EDUCATION and RESEARCH

Institute of National Importance (Government of India)
Ministry of Health and Family welfare, D, Nagar, Puducherry-6.

No:JIP/ Micro/ Horizontal High Pressure Steam Sterilizer /2011-12                                                                                                                                                                                                 date 13-1-2012

 To

Dear sirs,

                       Sub: JIPMER, Pondicherry-Supply of Equipments Horizontal High Pressure Steam                           Sterilizer -  Limited Tender invited-Regarding.

Please quote your lowest rates for supply of the Equipments Horizontal High Pressure Steam Sterilizer” as per the list given overleaf/attached, subject to the following terms and conditions:

1. Rates should be quoted only for the items, which are available in stock and can be supplied immediately on receipt of order.
2. No insurance charges are payable as per the rules in the Government. As such, the firms before quoting should take into consideration all the risks in the transit and then furnish Limited Tender which should cover insurance charges also.  If any point is raised as regards insurance charges after orders are issued, the same will not be entertained and the firms thereafter should effect the supply at their own cost.

3. Rates should be quoted F.O.R Pondicherry. Extra packing, forwarding charges etc should not be quoted.

4. Delivery is required urgently.  Tenderers should please state the guarantee delivery period they can offer.  As delivery date is essence of the contract, this should be strictly adhered to by the successful tenderer.

5. No supply which is not according to the specifications and not meeting our requirement will be accepted.

6. The Director shall have the right of rejecting the Limited Tender in whole or part without assigning any reasons therefore.

7. In case of high precision instruments the firms should give a guarantee certificate for their satisfactory performance.

8. Limited Tender should sent only by Certificate of Posting. Hand Quotations are not accepted.

Please furnish your Limited Tender in a sealed cover superscribing as:

Limited Tender for supply of Supply of Equipments”

Enq. No JIP/MiCro/Equip Horizontal High Pressure Steam Sterilizer /2012-13, dated 13-1-2012

Department of Microbiology

Due10-2-2012Upto 4.30PM

Limited Tender should reach this office on or before 10-2-2012Upto 4.30PM

Limited Tender received after the due date will be summarily rejected.

                                                                                  Yours faithfully,

                                                                              For Director

Copy to: Purchase section for information.

Specification for a Horizontal High Pressure Steam Sterilizer- Double Door: 
A. Should have Working Pressure: 1.26 Kg
B. Should have Working Temperature: 121 Deg C
C. Should have Hyd. Tested at : A) Jacket - Twice the working pressure.
                                                   B) Chamber - One and Half Time working pressure.
D. Should have Mode of Heating: Electricity heated on 440 V, 3 Phase AC 

     Supply 50 C/s.
E. Should have Sterilization Period: 20 to 25 Minutes.
F. Should have Steam Exhaust: 5 to 7 Minutes.
Material Of Construction:
A. Should have Chamber, Back Plate and Door : S.S.316 Q, Jacket : Mild Steel.
B. Should have Outer Cover, Pipeline, & S.S.304 Q Connection.
C. Should have Insulation: Fibre Glasswool.
D. Should have Door Gasket: Suilicon Rubber Gasket.
Detail Control and Fitting: 
A. Multiport Valve: To carry out all function of sterilization cycle at one point i.e. Stem       to jacket, Stem to Chamber, Fast/Slow Exhaust and Vacuum/Drying.
B. Door shall be pressed by SS.Radial Arms, Door shall be fitted with Automatic shelf     pressure locking device by a special clutch to prevent it from being open while under     pressure. This will open only when chamber pressure comes to zero. 
C. And fitted with quick drying apparatus, acciential vacuum breaker valve, safety valve,     air valve, plug screen, chamber condensate line steam trap, dial thermometer, Pressure     and compound gauge. 
Technical Specifications: 
	Horizontal Stablizers

	Specification
	235 Liters

	Chamber Dimensions
	500 x 1200 mm

	Construction
	SS 316

	Power Consumption
	12 Kw

	Operating Pressure
	15 PSI

	Operating Temperature
	121 C

	Voltage
	440V

	Control
	Pressure Switch

	Gross Weight
	700Kg

	Shipping Size (mm)
	1050 x 1600 x 1850

	AMC & Warranty
	Should come with AMC of 3 years and warranty of minimum 2 years


